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T PAVEMENT REPLACEMENT PER STD. DWG. 1441
EX. PAVEMENT SAW CUT

FINAL BACKFILL ITEM 703.11 ST . i
COMPACTED GRANULAR MATERIAL ~~|.%" . 7. W o D07 D0 o e £
OR (TEM 613 FLOWABLE % E T ST R, ,§ =
CONTROLLED DENSITY FILL §>\_ v e DUTRENGH WIDTH 3. -l ot {/% Y
i MAXIMUM
8" LIFTS

INITIAL BACKFILL ITEM 703.11 .
COMPACTED GRANULAR MATERIAL— N
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POLYETHYLENE ENCASEMENT <X
IN ACCORDANCE WITH ITEM 801.03 |[* -~
& DIVISION OF WATER STANDARD [~
DETAIL DRAWING "L—-1003" . o
(FOR DUCTILE IRON PIPE ONLY)-—; :
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S N - " \—FOR DEPTH OF COVER < 10°
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SHAPE BELL HOLE CONFORM
TO PIPE 0.D.

< PROVIDE FLAT BOTTOM TRENCH
//7 \\////\\ \\\// FOR DEPTH OF COVER > 10’
PROVIDE 6" BEDDING CCS NO. 57

IF UNSUITABLE MATERIAL OR ROCK
IS FOUND, OVER EXCAVATE 4" MIN.
AND CCS NO. 57 BEDDING MATERIAL
UNIFORMLY PLACED AND COMPACTED,

NOTES:
REFER TO OSHA REQUIREMENTS FOR MAXIMUM ALLOWABLE TRENCH SLOPES.
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THIS PORTION OF PIPE EMBEDMENT ZONE MUST BE RECOMPACTED TO PROPER DENSITIES
AFTER MOVING SUPPORT SYSTEM FORWARD.
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PROVIDE FILTER FABRIC WHEN VERY FINE OR UNSTABLE MATERIAL IS ENCOUNTERED.
4. BACKFILL SHALL BE COMPACTED PER THE REQUIREMENTS OF ITEM 801.12.

CITY OF COLUMBUS STANDARD DETAIL
DEPARTMENT OF PUBLIC UTILITIES
DIVISION OF WATER TYPICAL TRENCH =
APPROVED: EXCAVATION & BACKFILL UNDER L-6309A
2 0 oAt ) & =/4-13 INFLUENCE OF PAVEMENT
ADMINISTRATORZ “DATE | (FOR 16" DIAMETER WATER MAIN AND SMALLER)
: \TE




